
DECLARED DISTANCE LIGHTING STANDARDS

To determine which lighting standards file depicts the lighting standards for your specific runway
end, follow the item instructions starting at Item Start.

ITEM

Start. When full runway safety and object free areas are available beyond the runway end, go to
Item 0.  When full runway safety and/or object free areas are not available beyond the runway end,
go to Item 3.

0.    When no displaced threshold is established, go to Item 1.  When a displaced threshold is
established, go to Item 2.

1.    When a stopway is available, go to Item 5.  When no stopway is available, see Example 1 for
lighting standards.

2.    When a stopway is available, go to Item 6.  When no stopway is available, see Example 2 for
lighting standards.

3.    When the threshold location does not provide full runway safety and object free areas beyond
stop ends of LDA and ASDA, go to Item 4. When threshold displacement location provides full
runway safety and object free areas beyond stop ends of LDA and ASDA, see Example 3 for
lighting standards.  Distance-to-go markers are provided and located with respect to the stop end of
LDA.  Split blue/red fixtures shown are separate, uni-directional, and not necessarily co-located.

4.    When full runway safety and/or object free areas are not available beyond the threshold, the
threshold is mislocated.  When full runway safety and/or object free areas are available beyond the
displaced threshold, see Example 4 for lighting standards. Distance-to-go markers are provided and
located with respect to the stop end of LDA.  Split blue/red fixtures shown are separate, uni-
directional, and not necessarily co-located.

5.    When full runway safety and/or object free areas are not available beyond the stopway end, the
length of stopway is overstated.  When full runway safety and object free areas are available
beyond the stopway end, see Example 5 for lighting standards.  Distance- to-go markers are
provided and located with respect to the stop end of LDA.

6.    When full runway safety and/or object free areas are not available beyond the stopway end, the
length of stopway is overstated.  When full runway safety and object free areas are available
beyond the stopway end, see Example 6 for lighting standards.  Distance- to-go markers are
provided and located with respect to the stop end of LDA.














